
BR 140
BRONZE BALL VALVE
Working pressure 600PSI/41 BAR CWP
Stainless Steel 316 Ball
Conforms to MSS SP110
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Materials

No. DESCRIPTION MATERIAL

1 Body Bronze C84400

2 Tailpiece Bronze C84400

3 Ball Stainless Steel 316

4 Stem Stainless Steel 316

5 Packing nut Brass

6 Ball seat PTFE

7 Packing gland PTFE

8 Thrust washer PTFE

9 Handle Stainless Steel 304 + Vinyl Grip

10 Nut Stainless Steel 304

Specifications

• Working Pressure: 41 BAR up to 37°C 7 BAR at 140°C
• Max working temperature: ≤ 140°C
• Port Size: 1/2” up to 2” FULL PORT
• Taper pipe threaded to BSPT (ISO 7) or NPT
• Suitable medium: Water, Sea water, Oil, Air and Steam

Dimension table BR140 (mm)

DN A B C D E F G WEIGHT (KG)

15 100.6 66.85 50.5 61.8 12.7 32.7 130.45 0.30

20 121 82 61.5 71 19.1 41 156.6 0.51

25 121 90.5 65.7 83.4 25 50 162.7 0.79

32 141 99.21 70.1 93.6 32 58.5 188 1.02

40 177.4 120.95 86.7 103.6 38 67.4 229.35 1.56

50 177.4 138.5 94.5 116.5 50 88 235.7 2.60
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